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Kustom PA50 Personal PA System Features:

· Master Level Control
Twin 4.5" Drivers with High-Frequency horn
Three Channel Mixer
Two Instrument / Mic Channels
One Pre-Recorded Music Channel
Standard Speaker Stand-Mount Adaptor Built-in

Kustom PA50 Personal PA System Specifications:

· Output Power 1%: 50W – 8-ohm load
Accepted Inputs: 
CH 1& 2 – mic XLR balanced, line level 1/4” un-balanced 
CH 3 – 1=8” headphone/line level stereo, mixed mono
Frequency Response: 20Hz – 20kHz (actual response is tailored to speaker cabinet for accurate acoustical response. 
Hum & Noise:
-56dB - residual noise, all level controls 0% (minimum)
-48dB – nominal system noise, all level controls at 50%
System Gain (@1kHz):
+70dB – Mic to speaker output (Ch. 1&2)
+56dB – Line to speaker output (Ch. 1&2)
+42dB – AUX in to speaker out
Channel EQ (high, low): 42kHz and above, 800Hz and below
SYNC (in and out): Both jacks accept a balances input and sends a pre-master volume output mix of channels. Recommended use: linking two PW100T’s together. 
Subwoofer Out: Line out 20Hz-150Hz
Phantom Power: +15V mic inputs (Ch. 1&2)
Power Requirements: USA/Canada 120VAC/60Hz, 160W nominal
Speakers: Four 4-1/2” " 50W 4-ohm each
Horn: 3-1/2” Piezo driver
Power Capacity: 100W RMS
Frequency Response:
60Hz-20kHz (Full range / subwoofer jack not used)
150Hz-20kHz (Crossover active / ¼” mono plug in subwoofer jack)
Nominal Impedance: 4-ohms (not designed for external speakers)
Dimensions (WxHxD): 7-1/2” x 20 x 6-1/2”
Weight: 18lb.
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Phonic S710 10" 2-Way Speaker Features:

· Use as a floor monitor or mounted as a raised sound reinforcement speaker
10" heavy-duty woofer and piezo tweeter
Built-in handle
Dual 1/4" phone jacks
35 mm stand adapter built-in

Phonic S710 10" 2-Way Speaker Specifications:

· Power handling: 160W (Peak); 80W (Program)
Frequency response: 65Hz - 20kHz
High sound pressure level: 96 dB SPL @ 1W / 1M
8 Ohm nominal load
Weight: 25 lbs

